TECHNICAL SPECCIFICATION FOR WINDOW GLASS FRAME ASSEMBLY

1. TYPE OF CONSTRUCTION


Flat sliding glass on aluminum window frame.  Height of window frame 600 mm.  Above the sliding window fixed glass having 315 mm height should be provided to the entire length of the vehicle on both sides.  Length of body to be covered with windows 11. 8 meters (approx.) Size of standard window shall be 1290 mm length and 600mm height.

II. MATERIALS

1) Window Frame

Power coated (black colour) Aluminum extruded sections having shoulder thickness not less than 3mm (10 gauges) as per drawing.  The shoulders should not be clashed while fixing on the 60mm x 40mm ERWCR tubular section.



Unit weight of the section should not be less than 0.844 kg/m length.

2) Glass

Light green tinted flat glass with 5mm thickness should move freely on the aluminum channel and light green glass of thickness not less than 5mm for fixed glass.  Glass fixing should be done with superior quality sealant.

3) Flock Channel

Superior quality EPDM rubber to match with glass frame and glass.

4) Sweeping Rubber

H-Channel of good quality

5) Window Locks 

Window locks shall be passengers friendly and shall have sufficient strength.

III. FITMENT


The frame should be fitted on the structure with high quality rubber sealant.  Sufficient packing material should be provided in between the structure and frame in such a way that water leakage is totally arrested and glass shall move freely at weather conditions.  Sufficient glass overlapping should also be provided.  Necessary water drain hales should be provided on the bottom frame.  No hole shall be drilled on he horizontal member of the bus body structure.

IV. SPARE WINDOW GLASS


One pair of glasses of standard type and dissimilar type each should be supplied along with each set in order to meet the exigency.

V. GUARANTEE


Two years guarantee against manufacturing/material defect from the date of commission of each vehicle or 2 lakh Kilometers whichever is later.

VI. CONDTIONS OF SUPPLY


Glass frame assembly should be supplied and fitted within one week after fabrication of each structure of the bus.  The frame should be amounted satisfactorily on each vehicle by the supplier.

Sample:- One sample frame assembly having size 1290mm x 600mm with top fixed glass of size 1340mm x 315mm should  be given for approval.
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